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DuraVinyl 382 Canvas

Information provided here is based on research and is believed to be reliable as of printing date. This information does not constitute a 
warranty. All material should be tested by purchaser to determine final suitability. Quality Media will not be held responsible for 
customers end use of product. Quality Media is available for directions and advice as to proper use and application of our products.

DuraVinyl 382 Canvas is a 6 mil matte white embossed canvas 
vinyl. This pressure sensitive adhesive is removable and backed 
by a 90# layflat liner. 

• Wall Graphics
• Wall Decals
• Wall Murals
• Perfect for most smooth painted interior walls

• Easy removal from normal wall surfaces
• UV, solvent, and latex printing
• Burn rating: ASTM E84 Class 1 or A Rating

DuraVinyl 382 Canvas is a Quality Media and Laminating 
Solutions exclusive product. It is stocked in all of our 
distribution centers and available for immediate delivery. To 
place an order, call us at 1-800-552-9427.
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Face Material 6.0 mil embossed canvas

Finish Matte white

Adhesive Pressure sensitive, removable

Liner 90# layflat

Minimum 
Application
Temperature 

40°F

Service
Temperature Range

-40°F to 200°F

Shelf Life 1 year at 70°, 50% RH

Outdoor Durability 5 years

Adhesive Films 11/18/2020

Size Catalog #
54” x 100’ 0938254

60” x 100’ 0938260

• Surface must be clean and smooth prior to application
• If applying to new paint, consult the paint manufacturer for

proper drying conditions prior to application
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